




LEO 13 GT
Technical Data*

Aerial Work Platform LEO 13 GT

Working height: approx. 12,75 m
Cage floor height: approx. 10,75 m
Lateral outreach to either side: approx. 6,05 m
Safe load on cage: max. 200 kg
Size of working cage (LxWxH): 1,42 x 0,70 x 1,10 m

Length in travelling: min. 4,75 m
Length in travelling position without the cage: max. 4,00 m

Minimum clearance width: min. 0,78 m 
Hight in travelling position without the cage: min. 1,99 m
Own weight: approx.1400 kg
Standard jacked area (LxW): min. 2,66 x 3,49 m
Max. load on jack plate per plate.: approx. 11,7 kN
Surface load in standard work position: approx. 1,75 kN/m2

Ground pressure in travelling position: approx. 4,27 kN/m2

Range of rotation: min. 360°
Max. ground slope: approx. 18 %
Climbing ability: approx. 26 %
Driving on slope: approx. 20 %
Driving speed: approx. 1,0 km/h
Power track: installed inside
Telescopic cylinder: installed outside

Driving engines

Electricmotor EBS 90 L X 4

Nominal input voltage: 230 V / 50 Hz
Current consumption: 12,9 A
Output: 2,2 kW

Recommended generator: 1. Endress ESE 4500 Silent 
2. Robin Subaru RG 4300 iS
3. Makita G 4300 IS

Air-cooled, 1-cylinder 4 stroke engine:
Cubic capacity: approx. 265 cm3

Type of fuel: gasoline
Noise level max.: approx. 66 dB (A) 

(7 m distance)
Output (duration): 3,8 kVA

*Technical data with standard equipment!
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