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ZTM-51/30J RT
SELF-PROPELLED ARTICULATING BOOMS
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PLATFORM OPTIONS

• Steel 1.83 m (6 ft) (standard) 

JIB 

• 1.52 m (5 ft) jib boom

POWER

• Deutz Diesel LO3i 2011 48 hp (35.8 kW)

DRIVE

• 4x4

AXLE

• Active oscillating axle

TYRE OPTIONS

• Rough terrain  tyres (standard)
• Rough terrain non-marking 

tyres 

   EASILY CONFIGURED TO MEET 
YOUR NEEDS

PRODUCTIVITY 
• Platform swing gate 
• Half mesh platform inserts with swing 

gate
• Platform top auxiliary rail 
• Air line to platform 
• Basic hostile environment kit  
• Tool tray
• Fluorescent tube caddy 
• Pipe cradle (pair) 
• Platform work lights
• Lockable platform control box covers
• Tow package 

POWER

• Engine gauge package 
• 3000 watt AC generator (220 V/50hz) 
• Diesel scrubber muf  with spark 

arrestor

  OPTIONS & ACCESSORIES
Features

MEASUREMENTS

• 17.62 m (57 ft 3 in) working height
• 9.25 m (30 ft 4 in) horizontal reach
• 7.16 m (23 ft 6 in) up-and-over 

clearance
• Up to 227 kg (500 lb) lift capacity

PRODUCTIVITY

• Self-levelling platform
• Hydraulic platform rotation
• Fully proportional controls
• Drive enable system
• AC power to platform
• Horn
• Hour meter
• Tilt alarm
• 355° non-continuous turntable rotation
• Zero tailswing
• Positive traction drive
• Thumb rocker steer joystick
• Alarm package with beacon 
•  load sensor 

POWER

• All engines are emissions compliant
• 12 V DC auxiliary power
• Engine protection package
• Deutz intake air heater

  STANDARD FEATURES


